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ROLLING SHUTTERS FIXING INSRUCTIONS
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- MsTd Ty PETARadn oTov TOTO TC SYRATASTATN S, KAVOUNES EASyY0 TC eNdpkslas
TV UAIKDY KO TS opEaTiTac Ty JladTAgsmy OUyKDIVOVTOC Ta UMK [Jac s auTd
Mou avapepovTal O0To 3skTio Tmaparyyyshias Kal Tic JETPIOEIC Tou KAVoUpEs OTov

HOP0 TN EYKATATTAC.

Check that the opening details and the received materials are correct

2. Bplokoups pe arpadorhdcmiyo Kl OnuehyvoUps
OTrY KABE TASUDA Trpy ahgadid.

Mark the same level in both sides with a
transparent pipe with water,

. MeTpdps Try dandoTacn Tou
onpadlol Trg akpadlds and
To £30goc 05 KABE TASUPRG
TOU avolyuaTog.

Measure the heights both
gides from the marks to the
ground.




4. KoBoupe Tov odryd Mou avTioTolyel
aTry JKpoTEpn andotacn B kord
Ty S1cpopd Tuw anodTdgsny A-B.

Cut the guide from the side with the
smaller measwrement as showing in the
drawing.

5. TonmoBsTtolps Touc odmyolc ds TETOLA
anooTadn PeTafl Toug, MoTs TO POoAKD Vil
gxel agpa 1 2w 2 skaTooTd oOTo TIAGTOC.
Tautdypovd  EpovTifous ol odmyol v
unepRaivoly (oplc T onpuaic) TouAd ooy
KaTd 5 erkaTooTd To KaBapd dipoc Tou
avolypaToc.

Fosition the guides against the opening with
10mm tolerance between the bottom of
gach side and edge of the shutter.

6-7. Zplfoups Toug 0dnyols KATAROQUQCL SAEY-
YONTAC e To Ol g2 dlo KaTeuBlvasis .

Check the vertical position of the guide mark
the holes and fix the serews through the holes.




4. TonoBETnon Tou Afova amic woUlQTse Tuwy ; 8
gnuaioy ETol OoTE T BEln va dshrvouy o5
Mpoc Ta 500 Yo KavoyiKd TUAYIA 1] Tpoc i
T PETO Y10 Avarmodo TUAYLL
4
Fosition the shaft onthe supports, i r-‘
/
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10, Avdioom) Touw TUAYLEVOU poAdol oTo Ujog
Tou Afova ps avuPoTiKS pxdyvnpa.

Elevate the sutter with a forklift.

11

12, Bidwpa Toov dkpoy Tou afova atig yolpTss

Ty Oy,

Fosition the screws at the

11.

- TeMkoo gheyyoc Tre ahgadidc Tou dfoya kKol

HiKpo-pUBLLoT ano Tig ¥oUgTes T OTuaioy av
YoEACETAL.

Check with the spirit level and adjust the shaft
support if required.

ZeTUANY LA TOU poriol mavo ard Tov dfova kal péaa
aToug odmyolc MPOTELoyTAC Yo [Ny TIE0SL andTopd
RATI TIPOC TO TEAGC TrC Sladpopd|e.

Uncoil the shutter above the shaft.

&

zhaft ends.




12, Bldwpa Ty WevTeosdoy
OTC KOUTLA Ty Ehatholoy .

Screw the upper hinges in
the spring boxes.

14. TomoBETnan Ty GTon aTouc odrpyols Ls
TpumavoRIass.

Sorew the bolts of the upper stop.

15, Agalpsom T Ao@aieiiy TIOU TUyKOaToUy
Ta KOUTIA Toow EACTrloy KoUupSIa sy,

Femove the winding safety pins from the
spring boxes.




16, TomoBsTon Ty MaT ATy Pe Pidse oty dkpn e
modlde Kol SOKIPMAgTKS AsiToupyia Tou poddod. Ay
YREIATETAL, TA EAATALLA UM opody v KoUoSIgToly 1] va
LekoupdlaToly LIa aTpogr] yid KaddTepo JUyIopa.

Fosition and screw the bottom stopping angles and
check the operation and the balance of the shutter if it
iz necessary its possible to wind or unwind some
spring boxes for adjustment.

17. TomoBEman Tou poTep oTov dfova (av
Sy slval FON T EosyKATETTEVD].

Fix the motor on the shaft and make the
required limit switch adjustments and
glectrical connections according  the
attached separate instruction.

18, Tpunmnua Tou TsAsuTdiou mpopih
KAl BEHmUd Tou OTo LoTER.

Mark and make a hole inthe upper
profilz inorder to connect it with the
motar's crown.




20, TomoBETNan TNC
Koukouvdpac dmno-
JUPMAsine cUpgm-
vad WE Td MapakdTo
Ty AT,

Make the connection
of the release device
according to the
sketches above and
test the operation.

19, Mépacpa Tou Karhwdiou kal T vTifag anoosuunieing
pEaa and Tov dfova oTo mAAL Tng onpailac s T
OUMAMSTEDT KATA TO duvaTdy mopela.

Fosition the wiring and the release cable inside the
shaft to the endplate hole with the smoother
path.




22.

_

ErUAGSENT KAl avolylld Tow TpUrmoy
Y¥id Tie KAsOaplac aToug adnyolc.

Mark and drill the holes for the

lateral locks.

21.

TomoBETnon Kadl oUvSedn Tou SIAKSTT, ToU Tivaka
TAAEYELDITHOU Kl Ty MAEKTRLIK GOV
MapeAKOoUEVDY ToU poARoU.

Make the slectrical connections for Key or push
button according to the attached sketch for
maore information see the glectrical plans.

23, Tehikr| dokir AsiToupyiag.

Final test of the operation.



)

2. Bplokoups e arpadohdariyvo
Kol OrUEivous OTry KADE
TMASLOA T AApadia.

Mark the same level in both
sides with a transparent pipe
with water.

1. Edgyyoc Trg sMAPKEAS Twy

UAIKGY Kol Tre opBdTnTag Tow
SACTATEMYV SUyKplvovTae Ta
UMEA JOg s AUTd TToU avd-
PELOVTAL OTO ASATIO Tmapay-
yeAag Kal Tig YETRAOEIC TToU
KAVOUE OTO PO Tr¢ &yKd-
TACTAONG.

Check that the opening details
and the received materials are

O

3. MeTpdue Ty andoTacn
Tou orPadiol e aApadide
and To sdagoc O KAHE
MAsUpd TOU ayolyHaTos.

Measure the heights both
sides from the marks to the
ground.




5. TonoBeTolus Toug odyolc oF

TETOID  anooTaor  pPeTakd
TOUC, MOTE TO ROAND Vo ExEl
agpa 1 gwe 2 ekaTooTd oTo
MAdToC. TauToypOvd PRo-
YTICOUUE ol odryol va unep-
Patvouy (ywple Ty onuala)
TOUMIOTOY KATA B akaro-
oTd 1O KABoapd pog Tou
Aol paTos.

Fosition the guides against
the opening with 10mm
tolerance  betwsen  the
bottom of gach side and
edge of the shutter.

4. KéBouus Tov odryd mou
CVTIOTOUYE OTrY JIKpO-
Tepn andotaon B katd
™ SlaQpopd Tuw  aro-
ardosuy A-B.

Cut the guids from the
side with the smaller
measursment as
showing in the drawing.

T®

6-7. Zmplfoups Toug odrpyolc Ka-

TAKOPUPC SASYHOVTAC |E TO
Lyl ge S0 SIEUBUYTELC .

Check the vertical position of
the guide, mark the holes
and fix the screws through
the holes.




MOTED KAl ¥1d KoUTvETo.

m W 8. TonmoBétrnon Tov BAgewv yid

Fix the support brackets of the
motor and the bearing.

9. Kohpa kal shsyyoc oTo afovdkl Tou dfova
QM T HEEIA TOU LOTED KAl and T Jeptd Tou
KoufDvETou. META To KOAAAMMA Kdl TRy To
EMapevo BrMd Bad Mpenel vad Mepevous
GO0 wpdvo AMATETAl yid v Kpumoouy Td
afovdakia.

Weld the shaft from the side of motor
and the side of bearing. (If it is not
already welded).

10, TonmoBsTnarn Tou JoTEp aTo afovdkl
Tou dfova s T oprjad.

Fut the motor in the shaft.




11 MNepaopa e sAATEIOTC ATPAASIOC TT0 LOTED.

Fut the security ring at the shaft,

12, TonmoBETnon Tou KoudweTou oTo afovdkl
Tou AFova.

Put the bearing at the shaft.

Zrkopa Tou dEova kal Bidmua Tou HoTED Kal
Tou KoudvETou aTic BAdgalc Toug, Tl BaTs O
dfovac va slval opildvnio. Zofio Tne aie-
VORLAAC ToU KOULIVETOU Y1d akvnToTIolNar Tou
Afov.

Elevate the shaft with a fork - lit and screw the
motor and the bearing at their supports,
The shaft must be horizontal.




14, Efkoud Tou TUAYREVOU poihol ds
(ipoc Alyo ¥opnAdTEpo ano auto
Tou afovd,

14. Elevate the coiled zshutter with a
fork - lift below the shaft

ZETUALYHA TOU pordiol ano Toug
MevTegedes Héxpl Tov dEova.

Unegoil the shutter from the hinges
until the shaft.

16, Bidwpa Tov pevTeasdoy ooy afova.

Screw the upper hinges inthe shaft,













